
EQUIPMENT & ACCESSORIES SUPPLIED
Standard blade fitted, machine stand, 
worklight,variable speed, digital angle display, 
toolkit & manual

• 
• 
• 
• 

FEATURES
• unique double mitre cutting design which allows left & right 

hand cuts from 0~60° by swivelling the head of the machine
• the angle is set accurately with the aid of a graduated scale
• features digital angle display
• hydraulic vice clamping standard
• accuracy is guaranteed by a innovative blade guidance 

system incorporating hardened slide ways with tungsten 
carbide blade guides

• vice bed is fitted with hardened and ground wear strips
• the machine automatically raises to the top of position at the 

completion of  the cut
• CE compliant

TECHNICAL DATA (model) SM-HBS620SAM

sku (#) 15-0344
cutting capacities ø (w x h)

90°

(mm)

450

60° 350 (L) 400 (R)

45° 440 (L) 450 (R)

90°
(mm)

450
60° 280 (L) 300 (R)
45° 400 (L) 450 (R)
90°

(mm)

620 x 450

60° 300 x 250

45° 510 x 300

nl 90° (mm) 450

beam return (type) auto
blade size (l x w x t) (mm) 5200 x 34 x 1.1

speed range (m/min) 20 ~ 90

table working height (mm) 920
motor power (kw/V) 3.75 / 415
dimensions - (l x w x h) (mm) 2700 x 1100 x 1500
weight (nt) (kg) 1450

PRICE (AUD) $

OPTIONAL ACCESSORIES - RONTGEN BI-METAL BANDSAW BLADES

Sku Model to Suit
length x Width x 
thickneSS

Pitch Price

15+1089 SM-HBS620SAM 5200 x 34 x 1.1 5/8 tpi $
15+1090 SM-HBS620SAM 5200 x 34 x 1.1 6/10 tpi $
15+1092 SM-HBS620SAM 5200 x 34 x 1.1 10/14 tpi $

ASSET PLANT & MACHINERY PTY LTD
8 Capital Drive, Dandenong VIC 3175

Web : www.assetplant.com.au
Email : sales@assetplant.com.au

Tel : (03) 8710-8088 
Fax : (03) 8710-8044 

3 ph /415 volt machinery do not come fitted with plugs as standard. GST is NOT included in the listed prices

Offering The Flexibility Of A Double Mitre Bandsaw 
With Auto Raise On Completion Of Cut.

SM-HBS620SAM SEMI AUTO DOUBLE MITRE BANDSAW
SAWS - BANDSAW SEMI AUTOMATIC

7070


